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CONNECTION HEADS 
for thermometers and thermocouples

We offer connection heads in basic and intrinsic safe (blue colour) executions. 
Dust-proof connection heads is made from light aluminum alloy AK 132. Inside 2, 
3 or 4 terminals connection box or transmitter can be fitted.

CONNECTION HEAD

Connection head type Seal type Max operating temp. Material 

NAA, DAA, MAA, XE-DANA, DNAG rubber +100°C
Aluminum (Al)

NAA, DAA, MAA, XE-DANA, DNAG silicone +150°C

Technical specification

Connection head type Protection

MAA IP 54

NAA, DAA, XE-DANA, DNAG IP 65
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Ordering Information

Ordering Example:

A B C

HEAD-DAA-Exi-AL-si-14-M24x1,5-M20x1,5-W-G-80-IP65
Connection head type DAA intrinsic safe, material Aluminum, silver colour , hole diameter d1=d=14mm, process thread 
D1=D=M24x1,5, cable gland thread D2=M20x1,5, without additional cable gland, screwed closure, with rubber seal, 
operating temp up to 80oC, protection IP65.

HEAD

Connection head type

NAA NAA

DAA DAA

MAA MAA

DNAG DNAG

XE-DANA XE-DANA

XD-AD XD-AD

specify type

A

D E F G

Material

AL Aluminum

SST Stainless Steel

PA Polyamide

PVC Polyvinyl chloride

C

Paint colour

si Silver

bl Blue

D

Execution

Basic

Exi Intrinsic safe

B

Hole diameter d

specify in mm

E

Process thread D1=D

specify  thread 

F

Thread D2 for cable gland

specify  thread 

G

Closure

W Screwed

Z With clips

I

Seal type

G Rubber

S Silicone

J

Connection head operating temperature

specify in °C

K

H I J K

Additional cable gland (optionally)

specify type

H

L

Ingress protection rating

specify IP 

L


