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Temperature Transmitter 
Type SEM 206P 
for RTD sensors  

Temperature transmitter type SEM 206P is a digital, 2 or 3-wire transmitter for 
assembling in connection head of the RTD sensor. A change of range and cal-
ibration of transmitter is set up by Status software which adjust zero and span 
temperature, in accordance to output signal 4 and 20mA.

Shielded LED indicator shows correct end of span programming and indicates 
damage of RTD sensor.

SEM 206P

Technical specification

Galvanic separation

not present

Current Resistance
(Drawing 1) Sensor interval

4 – 20 mA                           Rob = (UZ – 8)/0,02 [A] >20,5 mA 

OUTPUT

Cooperative sensor Span Accuracy Voltage  Uz Ambient temp. Influence of ambient 
temp.

Resistor (RTD) ±0,1% span (-100°C..+500°C) 
±0,2% span (-200°C..+850°C) 8-30 VDC -20°C..+80 °C 0,01°C /  °C zero 

0,05% /  °C span

Mounting

in connection head

Cooperative sensor Type Acc. to standard Current Measuring range

Resistor Pt100 line 2,3-wire EN 60751 < 1 mA -200°C..+850°C 
min. 5°C

INPUT
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Ordering Information

Ordering Example:

SEM206P
A

Drawing 1. Resistance overcharge

Drawing 2. Configuration

B

SEM206 P–0+100°C
Transmitter type SEM 206, for RTD sensor Pt100 measuring temp. range 0-100 °C.

Temperature range  (T1 ÷ T2)

specify in °C

BSensor type

P Pt100

A


